
BEAM 

FACADE

OUTDOOR LIGHTING

CARA Series  

ELECTRICAL SPECIFICATIONS

Power:    1-3W
Voltage:   12VDC/220-240VAC
Light Source:   Cree/BridgeLux 
Color Temperature:   3000K
Life Time:   50,000 H
Output Lumen:  80 LM
IP Protection:   IP65
Driver:   Built-In 

TECHNICAL SPECIFICATIONS

Housing Material:  Stainless Steel
Di�user:   Clear/Frosted
Re�ector:   Aluminum
Installation:   Recessed Mounted
Shape:  Circular
Warranty:  3 Years

WARRANTY: 3 YEARS

AVAILABLE MODELS :

Model Number                       Power                               Output Lume   Color Temperature                       Light Source         Driver          Lifetime

CA-01-00*                           1W       80Lm        2700-3000K  Cree           Built in            50,000H 

 CA-03-00*                           3W  280Lm         2700-3000K  Cree            Built in            50,000H 

LANDSCAPE UP LIGHT

APPLICATIONS:

OFFICE BUILDING SHOPPING MALL HOSPITALITYRESIDENTIAL  LANDSCAPE

* 00 REFER TO THE COLOR TEMPERATURE 
(WW : WARM WHITE  || NW : NATRUAL WHITE || CW : COOL WHITE  

65


